"™ POLYAMIDE INSULATED ECO DOORS SHEETNo.

. THERMALLY EFFICIENT ECO DOOR SYSTEM ECO 2.03
comanr /7R

REBATED DOOR OPEN IN
THRESHOLD DETAIL

FOR EACH DOOR LEAF FIT

3 PAIRS OF WS561 APROXIMATLEY
160MM FROM EACH LEAF CORNER
ON THE LOCK SIDE AS SHOWN

NOTE! SILICON SEAL BETWEEN
SEE L BEAD AND LEAF AS SHOWN ALONG

GLAZING SILL AND 100mm UP JAMBS
OPTIONS

CS827

(0]

GLAZINGBEAD O
FOR 28MM GLASS 2

WS021
DRAINAGE
CAP

FX048 XSLF CS842
(RIVET) . - EURO GROVE

C INFILL
583 \ o

WS561
ADJUSTABLE
LIFTING

WEDGE
COMPRESSION
WEATHER STRIP GK054

WS021 > GK841
DRAINAGE 1 KA - WEATHER SEAL
CAP (=Y ; GASKET

Gl

== o

©

oV
WEATHER SEAL . FX033XSLF

GASKET ECO DOOR N8 x 12mm PAN

I OUTERFRAME HEAD SELF-TAP

NOTE! SILICON SEAL

UNDER GASKET AS 536
SHOWN ALONG SILL ’

AND 100mm UP JAMBS

63,5

M DENOTES WS416XSLF ALIGNMENT SQUARE
P DENOTES WS172XSLF CORNER CLEAT

* DENOTES WS515 CHEVRON

4 FOR DRAINAGE DETAIL SEE PAGE 3.07/08/09

Copyright & ownership of this drawing is vested in COMAR Architectural Aluminium Systems, whose prior written consent is required for its use,
reproduction or publication to any third party. All other rights reserved. Subject to modifications without prior notification

THE PARKSIDE GROUP LTD SCALE 11 @ A4
UNIT 5 ° THE WILLOW CENTRE
17 WILLOW LANE ° MITCHAM DATE 21/03/2017

‘ :OI ' |al ] SURREY ° CR4 4NX
Tel: 020-8685 9685 Fax: 020-8687 1142 DRAWN OP /NS

Email: technical@parksidegrp.co.uk ;
ARCHITECTURAL ALUMINIUM SYSTEMS Web Site: http;//wwv\/.comar-alu,co,uk DRG. No. C/7—Pi—RB—EC 2.03R1




