TITLE SHEET No.

POLYAMIDE INSULATED ECO DOORS

. THERMALLY EFFICIENT ECO DOOR SYSTEM ECO 2.54
CO' I la r‘ 7Pl SUB TITLE

REBATED DOOR OPEN IN
BAYPOLE COUPLING - 90°

CS827

GLAZING BEAD 7

FOR 28MM GLASS <>
/5&

ECO DOOR
LEAF OPEN
IN

-

GK841
GK441 /— WEATHER
COMPRESSION SEAL
WEATHER STRIP ] GASKET

GK840 FXO3EXSLE CS868 HINGES NOT ADJUSTABLE
WEATHER SEAL ECO DOOR NEAREST TO BAYPOLE

GASKET OUTERFRAME RESTRICTORS WOULD BE NEEDED

GK864XSLF

4 CAVITY CLOSER
- 46 GK441
BEAD & WEATHER

SILICONE EAL GASKET

X036XSL

S341XS

- C
=

|

~J

CS875 SEE
ECO BAY POLE > GLAZING
90° COVER CAP ) : OPTIONS

>

WS341XSLF

CS826
ECO
ZING BEAD

_

CS842
EURO |
GROVE GK441

INFILL CS810 WEATHER

CSs871 OUTER FRAME SEAL GASKET

— ADJUSTABLE 23,7 36 15,9
N ADAPTOR — —— —— —

Copyright & ownership of this drawing is vested in COMAR Architectural Aluminium Systems, whose prior written consent is required for its use,
reproduction or publication to any hird porty. All other rights reserved. Subject to modifications without prior notification

J THE PARKSIDE GROUP LTD SCALE 11 @ A4
UNIT 5 ° THE WILLOW CENTRE
125 17 WILLOW LANE ° MITCHAM DATE 29/01/2010

SURREY ° CR4 4NX
Tel: 020-8685 9685 Fax: 020-8687 1142 DRAWN OP/CAD

Email: technical@parksidegrp.co.uk ;
ARCHITECTURAL ALUMINIUM SYSTEMS Web Site: ht'[p;//www.oomar.alu,co,uk DRG. No. C7—Pi—RI-EC 2.54




