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INTRODUCTION TO GENESIS U VALUES 
 

 
GENESIS RELEASE 9 NOW HAS THE ABILITY TO AUTOMATICALLY PRODUCE U VALUES, UNLIKE MOST OTHER SOFTWARE PACKAGES 
GENESIS LOOKS AT THE ACTUAL SECTION COMBINATIONS USED ON THE COMPLETE FRAME INSTEAD OF JUST THE AVERAGE.  THIS 
ALLOWS YOU TO PRODUCE AN ACCURATE U VALUES FOR EACH FRAME TYPE. 
 
THE U VALUE OPTION WILL NEED TO BE UNLOCKED BY COMAR WITH A DIFFERENT TIME LOCK KEY, PLEASE CONTACT SIMON HARVEY 
ON 0208 685 9685 TO GET THE UPDATED KEY. 
 
 
CENTRE PANE VALUES HAVE NOT BEEN SETUP ON ALL GLASS TYPE ON GENESIS AND VALUES WILL NOT BE CORRECT UNTIL THIS IS 

COMPLETED. 
 

SETTING UP CENTRE PANES 
 
FIRST OF ALL WE NEED TO SETUP THE CENTRE PANE VALUES ON THE GLASS THAT WE WILL BE USING. GO TO RESOURCE, GLAZING 
AND STANDARD GLAZING. 
 
 

 
FOR EASE OF USE WE HAVE ADDED A LIST OF GLASS FROM 0.7 – 1.4 CENTRE PANE VALUE (ALL EXAMPLES ARE WITH A 0.05 PSI).  THIS 
CAN BE LOCATED BY LOOKING FOR THE FOLDER “28mm U Value Glass”. 
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IF YOU ARE ORDERING GLASS THEN YOU MAY WANT TO SET YOUR OWN GLASS UP WITH A CORRECT GLASS TYPE CODE. 
 
FOR THIS EXAMPLE GO TO THE FOLDER “4MM OUTER PANE” AND THEN FIND “4-16-4-FL K”.  NOW CLICK ONTO EDIT. 
 

 
 
WHEN THE FOLLOWING SCREEN COMES UP GO TO PHYSICAL. 
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GO DOWN TO THERMAL CALCULATIONS AND TICK THE UG BOX (THIS WILL ENABLE BOTH THE CENTRE PANE AND PSI FIELDS) 
 
 
 

 
 
 
 
JUST AS AN EXAMPLE USE 1.16 CENTRE PANE AND 0.05 PSI (THESE ARE JUST EXAMPLES) NOW CLICK OK TO SAVE THESE CHANGES. 
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USING U VALUE FACILITY IN A QUOTE 

 
 
WE HAVE SIMULATED AF VALUES FOR OVER 1000 COMBINATION OF ASSEMBLY (PRIMARILY FOR THE POLYAMIDE RANGE OF 
SYSTEMS).  COMAR 5PI 60MM AND ECO, COMAR 7 AND COMAR 9.  
 
 
DUE TO OUR VAST RANGE OF PROFILES AND SYSTEMS THAT WE HAVE THIS COULD EASILY EXPAND TO OVER 100,000 COMBINATIONS.  
WITH THIS IN MIND FOR A TIME YOU WILL HAVE SOME MISSING COMBINATIONS IN SOME QUOTES AND WILL NEED TO CONTACT US 
SO THAT WE CAN SIMULATE OTHER COMBINATIONS FOR YOU.  PLEASE CONTACT OUR INHOUSE BFRC APPROVED TECHNICAL STAFF 
AT KRANTHIR@PARKSIDEGROUP.CO.UK WHO WILL BE ABLE TO PROVIDE YOU WITH THESE. 
 
 
 

 
 
 
 
OPEN ANY QUOTE (PREFERABLY POLYAMIDE), HIGHLIGHT ONE OF THE FRAMES AND YOU WILL SEE A NEW FIELD ALONG THE TOP 
CALLED THERMAL CALCULATION. 
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YOU WILL SEE THE AVERAGE FRAME VALUE SHOWN IN RED WHICH IS AUTOMATICALLY GENERATED. 
 

 
 

 
 
THIS PART SHOWS THE CENTRE PANE VALUE OF THE GLASS ALONG WITH THE AREA 
 

 
 
THIS PART SHOWS THE ASSEMBLY COMBINATIONS ALONG WITH THE COEFF AREA OF THE COMBINATION. 
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AS MENTIONED BEFORE SOME COMBINATIONS WILL NOT HAVE BEEN SIMULATED YET AND THE RESULT WILL SHOW AS 0 
 

 
 
IF THIS HAPPENS THEN LOOK DOWN THE LIST OF ASSEMBLY COMBINATIONS AND YOU SHOULD SEE AN “UNKNOWN U VALUE” ERROR 
IN THE COEFF AREA.  THIS JUST MEANS THAT THE COMBINATION IS MISSING AND ACTION IS REQUIRED.  WRITE DOWN THE 
COMBINATION OF PROFILES.  PLEASE EMAIL THIS TO KRANTHIR@PARKSIDEGROUP.CO.UK 
 
 

 
 

 
 
WHEN YOU HAVE THE VALUE BACK FROM KRANTHI WHILST IN A THERMAL CALCULATIONS FIELD RIGHTCLICK ONTO THE “UNKNOWN 
U VALUE” ERROR AND GO TO EDIT UF. 
 

 
 
YOU CAN ADD THE VALUE THE AS SHOWN.THIS WILL AUTOTMATICALLY UPDATE THE FINAL VALUE AND WILL STAY IN THE PROGRAM, 
THIS WILL ALSO UPDATE ANY OTHER ITEMS WITH THE SAME COMBINATION.  IT MAY BE ADVISABLE TO GO THROUGH ALL ITEMS AND 
THEN SEND ANY MISSING COMBINATIONS TO KRANTHI IN ONE GO. TECHNICAL@PARKSIDEGROUP.CO.UK 
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IF THE U VALUE IS NOT ACCEPTABLE THEN WE CAN CHANGE THE GLASS TO BE AN OPTION WITH A BETTER CENTRE PANE.  CLICK 
ONTO THE BUTTON AS SHOWN (LOCATED AT THE TOP LINE OF MACRO BUTTONS) 
 

 
 
USING THE LIGHT BY LIGHT GLAZING THE SAME WAY AS YOU WOULD WHILST CHANGING GLASS WHILST DESIGNING THE FRAME, 
HIGHLIGHT ALL LIGHTS AS SHOWN. 
 

 
 
NOW CLICK ONTO FILL REPLACE. 
 

 
 
USING THE STANDARD ONES THAT WE HAVE SETUP (UNLESS YOU HAVE SETUP YOUR OWN) GO TO “28MM U VALUES GLASS” FOLDER 
AND THEN FIND “28MMUNIT – 0.7” AND THEN CLICK OK. 
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THIS WILL BRING YOU BACK TO THE ORIGINAL SCREEN, CLICK OK TO FINISH. 
 
 

 
 
 
THIS WILL AUTOMATICALLY UPDATE THE VALUE. 
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EXPORTING AND PRINTING VALUES 

 
WE NOW WANT PRINT THE IMFORMATION THAT WE HAVE CREATED SO SHUT THE QUOTE DOWN.  NOW CLICK ONTO THE PRINT 
BUTTON AS SHOWN. 
 

 
 

 
 
 
CHOOSE ONE OF THE REPORTS, FIND THE QUOTE NUMBER AND CLICK PREVIEW, THEN CLICK OK 
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THE FOLLOWING REPORT WILL COME UP 
 

 
 
 
ONE OTHER EXAMPLE WHICH WAS THE THIRD REPORT IS SHOWN BELOW. 
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ANOTHER EXAMPLE SHOWS THE COMBINATIONS OF ASSEMBLIES TO. 
 
 
 

 
 
 
 
 
WE WILL NOW EXPORT THE RESULTS TO EXCEL, CLICK ONTO THE BUTTON AS SHOWN. 
 

 
 
FIND THE QUOTE NUMBER AND NOW CLICK OK. FOLLOWED BY OK WHEN THE SECOND BOX APPEARS 
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THIS WILL EXPORT THE RESULTS TO EXCEL. PLEASE MAKE SURE THAT YOU SAVE THE FILE IN A DIFFERENT LOCATION AND WITH A 
DIFFERENT FILE NAME AS YOU WILL OVERWRITE THE TEMPLATE. 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

PLEASE CONTACT SIMON HARVEY IF YOU HAVE ANY PROBLEMS USING THIS FEATURE 0208 685 9685 

 


